Requested Specifications-Coatingline
Customer Datas
Company
Contact Person
Title
Address
Telephone
Fax
E-mail

Basic Datas
Coating Method Desired
Min. Coating Width                        mm

Max. Coating Width                        mm 

Min. Operation Speed                       M/min

Max. Operation Speed                       M/min

Min Substrate Width                        mm

Max Substrate Width                        mm

Clean room class           □Yes  □No
Explosion proof            □Yes  □No
Substrate #1
Kinds of Substrate
Side to Coat
Material Properties
Basic Weight                       g/m²
Thickness                          mm

Core Size                          mm

Max. Roll Diameter                  mm
Max. Roll Weight                    kg

Substrate #2

Kinds of Substrate

Side to Coat

Material Properties

Basic Weight                       g/m²
Thickness                          mm

Core Size                          mm

Max. Roll Diameter                  mm

Max. Roll Weight                    kg

Substrate #3

Kinds of Substrate

Side to Coat

Material Properties

Basic Weight                       g/m²
Thickness                          mm

Core Size                          mm

Max. Roll Diameter                  mm

Max. Roll Weight                    kg

Unwinder/Winder

Single or Dual shaft       □Single  □Dual
Core size                           mm

Max. Roll Diameter                   mm

Max. Roll Weight                     mm

Laminator
Laminator Required                □Yes  □No
Typical Lamination Pressure                kg/cm

Adhesives
Supplier
Unusual Properties
Type
Viscosity
Operating Temp Range
Coating weight(WET)                 micron

Coating weight(DRY)                 micron

Drver
Type            □Roller support  □Semi-Floatation  □Floatation
Heating source     □Saturated steam    □Gas      □Thermal oil
Operating Temp. Range
Air speed
Utilities
Supplied power
Supplied Compressed Air
Supplied Water source
Supplied Heating Source
